RIGHT-OF-WAY LINE OR SIDEWALK

2'-0"

SAMPLING STATION (SEE COUNTY APPROVED PRODUCT LIST, APPENDIX F) WITH 1/4" PET COCK AND BRASS STANDPIPE

STAINLESS STEEL POST WITH STAINLESS STEEL HARDWARE AND STAINLESS STEEL LOCKING HASP WITH BRASS LOCK (KEYED FOR COLLIER COUNTY)

30" MINIMUM COVER

TO ROADWAY

WATER MAIN

18" x 18" x 6" CONCRETE COLLAR (2) #4 BARS CONTINUOUS AND (4) #4 BARS DIAGONAL

1/2" STAINLESS STEEL ANCHORS 2-1/2" LONG

BURY LENGTH SHOULD BE 1/2 THE PIPE DEPTH

3'-0"

3/4" POLYETHYLENE WATER SERVICE TUBING

COUPLING WITH STAINLESS STEEL INSERT AND BUSHING (SEE COUNTY APPROVED PRODUCT LIST, APPENDIX F)

BRASS SERVICE SADDLES WITH CORPORATION STOP (SEE COUNTY APPROVED PRODUCT LIST, APPENDIX F) FOR PVC C-900 6" TO 12". ALL SIZES DUCTILE IRON PIPE SHOULD BE DIRECT TAP WITH CORPORATION STOP (SEE COUNTY APPROVED PRODUCT LIST, APPENDIX F)

PERMANENT BACTERIAL SAMPLE POINT DETAIL

NTS

REVISED: AUGUST 2008